AMENDMENTS TO THE CLAIMS 

Please cancel Claims 13 through 15 without prejudice to or disclaimer of the 
subject matter recited therein. Please amend Claims 1 1 and 12 as follows: 

1-10. (Cancelled) 



1 1 . (Currently Amended) An observation optical apparatus for observing 
an image through an erecting optical system, said apparatus : comprising: 
an obj e ctive sys t em; 
an eyepiece sys t em; 

an e recting sys te m for refl e c t ing a ligh t b e am f r om said objectiv e system and 
direc t ing t he ligh t b e am to said e y e piece sys t em so tha t an imag e obse r ved by said e y e pi e ce 

I 

syst e m is in an e r e ct state, said e recting syst e m including a first prism provided with a surfac e of 
incidenc e and a second prism provided wi t h a su r face of e mission; 

a correction optical sys t em cons t ituted as a part of said objec t iv e syst e m, said 
corr e c t ion sys te m co rre c t ing a shake of an imag e caus e d by a shake of said obse r va t ion op t ical 
appara t us; 

a sensor for detecting the a shake of said obse r va t ion op t ical apparatus; and 
a correction system for correcting a shake of the image due to the shake of said 
apparatus, in accordance with an output from said sensor, 

wherein said erecting optical system includes first and second prisms. 
a driver for driving said correc t ion op t ical sys te m; 

a detec t or for de t ecting a d r iv e amoun t of said corr e c t ion optical system; and 

3 



a controlle r for controlling t h e driving of said driver bas e d on an ou t put from 
said sensor and an ou t pu t from said d ete c t o r . 

12. (Currently Amended) An observation optical apparatus according to 
^ ^ Claim 1 1 , wherein said correction optreai system comprises a shake correction optical element 
which is arranged on the light incidence is dispos e d ah e ad side of said erecting optical system. 



13-15. (Cancelled) 
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